NlltltLE NOTCH II (NNII) Instructions 


Step 1 

a. Pick-up the diskette and hold it with the manufacturers 
pre-cut notch away from you and the backside of the diskette 
facing down, (see drawing) 

b. Hold XUtttLE NOTCH firmly and insert the diskette between 
the punch jaws. Slide diskette in until it touches the rear tab 
of the guage then slide sideways against the side tab. (see 
drawing) 

C. When the diskette edges are flush with the guage, squeeze 
down firmly on the punch. 


NHtltLE NOTCH II (cuts square write 
enable notch and % inch round “index 
hole’’) for owners of IBM, TRS 801 & III, 
Osborne, Kaypro and others needing the 
“index hole” and all other “hard sec¬ 
tored” systems. NNII consists of NNI, a 
specially designed V <" round “index 
hole” punch and sector pulse hole 
locators. Consult your operators manual 
to determine your system requirements. 


For steps 2 thru 4, follow 
instructions given on the 
“index hole” locator sleeve. 


Step 1 Step 2 



Step 3 

* see below 



Step 4 


Turn to opposite side and 
repeat procedure in step 3. 


* To facilitate easy insertion and alignment of the lower jaw of the 1 U " 
round “index hole” punch between the disk surface and the diskette 
outer jacket, do the following: 

a. Hold the diskette in one hand and lightly squeeze its far edges be¬ 
tween your thumb and finger tips. This will cause the outer jacket 
to bow slightly around the hub ring hole. 

b. Carefully insert the lower jaw above the disk surface and im¬ 
mediately below the outer jacket, keeping the punch handles about 
parallel to the sector hole locator sleeve. Once inserted, rotate the 
punch counter clockwise to the “punch through hole” area and 
align the punch stake so when it is used it will clear the hole in the 
locator sleeve. Squeeze punch to cut the required “index hole.” 
Leave the locator sleeve in place and repeat the steps (a & b) on the 
other side. 






